TEKNIK OZELLIKLER ve OLCULER

A=

TANIMLAR _ HRUV

s BIRM

Jo 28 47 53 70 79 97 103 145 155 195 205 240 320 440 570
Nominal hava debisi m3h 280 470 530 700 790 970 1030 1450 1550 1950 2050 2400 3200 4400 5700
Kanal basing kaybi Pa 17 46 38 179 71 87 75 150 92 116 146 134 133 134 114
y | Duyulur kapasite KW 0.40 0.70 0.80 1.00 1.20 1.40 1.50 2.10 2.20 3.40 2.90 3.60 5.00 6.30 8.20
A | Duyulur verim % 51.4 55.0 547 53.6 54.5 55.2 53.9 53.9 53.7 52.7 52.5 55.9 58.5 53.8 53.4
Z | Ufleme sicakhgi °C 28.9 28.6 28.6 28.7 28.6 28.6 28.7 28.7 28.8 28.8 28.8 28.5 28.3 28.7 28.7
K | Duyulur kapasite KW 1.20 2.20 2.50 3.30 3.70 4.60 4.80 6.70 7.10 8.80 9.20 11.60 16.20 20.30 26.00
| Duyulur verim % 46.8 61.4 60.9 59.6 60.6 61.6 60.0 60.0 59.7 58.4 58.2 62.3 65.9 59.8 59.3
$ | Ufleme sicakhgi °C 10.1 11.1 11.0 10.7 10.9 11.2 10.8 10.8 10.7 10.4 10.4 11.4 12.2 10.8 10.6
E | Besleme gerilimi \% 220 - 240
L | Fazsayisi Ad 1
E | Frekans Hz 50
: Gekilen giic KW 0.160 0.380 0.184 0.820 0.294 0.294 0.820 0.600 1.300 0.600 0.746 0.746 1.180 1.472 2.200
R | Maximum akim Amp 0.66 1.68 2.90 3.60 3.40 3.40 3.60 7.00 5.68 7.00 9.00 9.00 13.70 15.20 20.00
i Motor-fan hizi Rpm 1075 1500 1500 1850 1500 1500 1850 1500 1150 1500 1500 1500 900 900 900
K Sigorta giicii Amp 2G 5G 8G 10G 10G 10G 10G 20G 16G 20G 25G 25G 35G 40G 50G
Hava filtreleri EN Taze ve egzost havasi giriglerinde ayri-ayri, EN 2-3 kalitesinde, % 70-80 verimli, sinirl defa yikanabilir, sentetik elyaf ve kasetli tip
Unite uzunlugu 900 860 950 900 1000 1150 1050 1200 1200 1350 1400 1500 1700 1700 1700
Unite genisligi mm 850 840 900 900 1000 1000 950 1050 1200 1050 1300 1300 1300 1300 1300
Unite yiiksekli-derinli 270 260 315 300 385 390 320 455 455 470 470 510 960 1260 1500
Kanal baglanti caplari mm 224 250 315 356 406 467
Unite agirhg Kg
Unite liste fiyatlari €/ad 1,022 1,280 1,320 1,446 1,586 1,744 1,630 1,892 2,112 2,144 2,460 2,830 4,122 4,730 5,452
Ses seviyesi dB(A) 33 36 36 40 38 38 40 42 41 42 42 43 46 44 45
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